The contractor shall ensure that all employee compensation meets the Davis-Bacon Act, including
prevailing wage. The contractor shall also file all reports following guidelines in the Davis-Bacon
Act.

Contractors are responsible for determining the appropriate crafts necessary to perform the contract
work. If a classification considered necessary for performance of the work is missing from the
Federal Wage Determination applicable to the contract, the Contractor shall initiate a request for
approval of a proposed wage and benefit rate. The Contractor shall prepare and submit Standard
Form 1444, Request for Authorization of Additional Classification and Wage Rate available at
http://www.wdol.gov/docs/sf1444.pdf, and submit the completed form to the Project Engineer’s
office. The presence of a classification wage on the Washington State Prevailing Wage Rates For
Public Works Contracts does not exempt the use of form 1444 for the purpose of determining a
federal classification wage rate.

IHS Structural/Civil and Program Improvements Scope of Work-Roofing Phase:

1. Clean and prep all TPO surface. Remove Parapet top coping metal flashing. Remove
Plywood from the interior parapet wall and replace with Y2 plywood approximately 1044sqft.

2. Use Ever-Guard Fleece-back TPO 60 mil Membrane
(https://www.gaf.ca/Commercial Roofing Systems/EverGuard TPO/EverGuard TPO_60
Fleece_Back Membrane/EverGuard TPO 60 mil Fleece Back Membrane Sell Sheet.pd
f) with mechanically attached #14 Drill Tech fasteners 2-3/8”s XHD plates OR
APPROVED EQUIVALENT(s). Seams to be welded to manufacture specifications. Install
TPO under Mechanical platform’s flashing. Install specified TPO up an over the Parapet
wall to the edge of the flashing on the outside wall and reinstalling New “like” Metal
roofing type “Forest green”” Coping Metal Flashing on the top of the Parapet. Gauge and
dimensions to be determined at the onsite Pre-bid meeting, Contractor shall verify proper
specifications before submitting a proposal (possibly 7-10” .019+.003). Install proper
booting, flashing and seam welding for the following ( Contractor shall verify all material
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